
ELECTRIC MARINE TOILET  
This toilet model can be installed either above or below the water line. The toilet is equipped with a self-priming linear pump, which can work up to 
3 meters. Discharge is made by means of the macerator pump, which is able to operate up to 2 meters in height, It can be easily mounted through 
4 holes situated at the base of the macerator pump. 

MOUNTING INSTRUCTIONS 
 
WATER CONNECTIONS FOR INSTALLATIONS ABOVE THE WATERLINE 
For a better functioning of the pump and to avoid water contamination, the fitting of a non-return valve at the end of the hose, next to the tank or 
the through-hull device is suggested. Connect the toilet inlet terminal to the water supply with a flexible hose of 19 mm. Connect the discharge 
terminal to a waste tank or another discharge system with a flexible hose of 1”. To retain some water in the bowl, make a siphon on the discharge 
hose, at 20 cm. above the base of the bowl. Be sure that all connection are airtight and that the hose has no chokes or narrow bends. 
WATER CONNECTIONS FOR INSTALLATIONS BELOW THE WATERLINE 
Disconnect the hose between the pump and the bowl. Replace it with another hose of suitable length that can make a siphon at 20 cm. above the 
water line. The same procedure is required for the discharge line, taking also into account the eventual variations and trim adjustments that can 
happen during navigation. Connect the water supply to the inlet terminal with a flexible hose of 19 mm. and connect the discharge terminal to a 
flexible hose of 1”. Make sure that all connections are airtight and that the hose is showing no chokes or narrow bends. 
ELECTRIC CONNECTIONS 
For a better functioning of the toilet, the connections have to be made with the correct size wires (see the table below). The circuit for the toilet 
power supply has to be independent and cannot be used for another appliances. Connect the battery positive terminal to a fuse of adequate 
capacity load. The fuse has to be connected near the battery to shelter the feeding line in case of fault. Thus, connect the fuse to one terminal of 
the switch control panel. The other switch control terminal has to be connected to the positive red colour wire of the toilet motor. Connect the 
negative black wire of the toilet motor to the negative terminal of the battery. 
REMARKS : A correct motor polarity (red to positive and black to negative) is indispensable. Reverse polarity can damage the motor, thus 
voiding the warranty. For a correct functioning of the toilet a full voltage to the motor is necessary. 
ELECTRIC SPECIFICATIONS VERY IMPORTANT 
 ______________________________________________________________________________________________ 
Wire size per mmq.of run 
___________________________________________________________________________________________ 
VOLTAGE               AMP.DRAW.                 FUSE SIZE                           6-10 mm.               3-6 mm.                  0-3 mm. 
32 Volts d.c. 6 10 8 6 4 
24 Volts d.c. 8 20 14 10 8  
12 Volts d.c. 16 25 16 12 10 
OPERATING INSTRUCTIONS : Insure that the inlet and the outlet valves are open. Push the button switch to operate flush until the bowl is 
thoroughly rinsed and the discharge pump has ejected the water from the base of the bowl. If properly used, the electric marine toilet will provide 
years of trouble-free service. It can macerate organic waste and toilet paper but it cannot destroy rugs, sanitary nappies or hard and solid objects 
of different nature. If the pump does not discharge and the bowl begins to fill, partially close the toilet intake valve until it is completely emptied. 
Operate then for a few seconds with both valves open, so that the toilet and the whole discharge system may be completely emptied out. After 
each operation close both the inlet and the discharge valves. To drain for winterisation, close the inlet valve and operate for a few seconds until 
water is completely discharged. 

WARRANTY 
Products are guaranteed two years. 
No warranty will be recognized in the following cases: 

if the bowl is broken 
if the fitted instructions regarding the electrical system and the directions for use have not been properly followed 

Warning: the use of strong detergents to clean the toilet is forbidden, as these products stay on the inside of the system and burn the pump rubber 
seals through. Eventual traces found in the claimed goods will invalidate the warranty. 
TO TAKE ADVANTAGE OF WARRANTY, ALL ARTICLES MUST BE SENT BACK COMPLETE WITH ASSEMBLING INSTRUCTIONS AND 
EVIDENCE OF PURCHASE. 

Description A B C D E F 

Laguna electric 12v. 340 411 359 248 316 190/205 
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